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CHEM-TECH Series CTP Specifications
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Series CTP-D

Series CTP-AE

Mechanical Timer

Solid State Electronic Timer

Series CTP-D
Digital control with percentage
output display available with
capacities up to 56 GPD.
Provides precise adjustment of
feed rate from 10% to 100%.

Series CTP-AE
Economical fixed rate model
features simple on-off switch for
applications requiring constant
feed.

Mechanical Timer
Programmable 7-day timer
enables scheduled metering for
biocides or other timed
applications. On-off settings
provided in 2-hour increments.

Solid-State Electronic Timer
7-day timer is programmable in
1 minute increments, with up to
8 events per day, suitable for a
wide range of timed applications.

Duplex Models
Duplex wetted ends facilitate
metering of two different
solutions simultaneously. Mixed
flow rates available.

KOPkit®

Convenient package of
recommended replacement
parts. Includes peristaltic tubing,
head assembly, and other items
that normally require preventive
maintenance.

Model Number Selection Table

Position:     1  2  3   4  5  6  7  8    9  10  11  12   13  14  15  16  17

1-3 CTP = Chem-Tech Peristaltic
4 Motor Type

A = Series CTP-A / AE Simplex
B = Series CTP-A / AE Duplex
D = Series CTP-D Simplex
E = Series CTP-D Duplex

5-6 Tubing
Select from chart below, for size and material with
proper pressure rating

7 Control Option
S = Standard - Series CTP-A / CTP-D
E = Series CTP-AE
T = 7-Day Mechanical Timer with Series CTP-A
R = 7-Day Mechanical Timer with Series CTP-AE
D = 7-Day Electronic Timer with Series CTP-A / CTP-D
C = 7-Day Electronic Timer with Series CTP-AE

8 Electrical Option
A = 115 volts, 60 Hz, with 6 ft. minimum 3-wire power
cord with grounded U.S. plug, with agency approvals.
B = 230 volts, 60 Hz, with 6 ft. minimum 3-wire power
cord with grounded U.S. plug, with agency approvals.
R = 230 volts, 50 Hz, with 6 ft. minimum 3-wire power
cord with grounded plug, European CEE7 right angle.
S = 230 volts, 50 Hz, with 6ft. minimum 3-wire power
cord with grounded plug, European CEE7G straight.
T  = Swiss 230 volts, 50 Hz, with 6 ft. minimum 3-wire
power cord with plug.
U = Australia 250 volts, 50 Hz, with 6 ft. minimum 3-wire
power cord with plug.
1 = 115 volts, 60 Hz, with 6 ft. minimum 3-wire power
cord with grounded U.S. plug. No approvals.
2 = 230 volts, 60 Hz, with 6 ft. minimum 3-wire power
cord with grounded U.S. plug. No approvals.
3 = 230 volts, 50 Hz, with 6 ft. minimum 3-wire
European power cord, no plug.

9 Connector Material
P = PVC
Connection Type
A = 1/4” NPT and .25 O.D. tubing connection
Head Material
P = Polycarbonate
Bearing Materials
1 = Oilite / hardened steel
Options

MPR03,EA/A-PTCSEIRES MPR06,D-PTCSEIRES

HPL/DPG-WOLF HPL/DPG-WOLF
55./5.3 3.1/8 0.2/31 7.4/03 1.1/7 5.2/61 1.4/62 5.9/06

6.8/521 H2 6.8/521 H2
6.7/011 H3 6.7/011 H3
9.5/001 H4 9.6/001 H4

5.5/08 L2 H6 5.5/08 H6
8.4/07 L3 1.4/06 F2
1.4/06 F2 4.3/05 F3
4.3/05 F3 L4 8.2/04 F4
8.2/04 F4 L6

M
AX

 P
R

ES
SU

R
E 

PS
IG

 / 
BA

R

M
AX

 P
R

ES
SU

R
E 

PS
IG

 / 
BA

R


